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A battery powered LED strobe, housed in a robust ABS casing with adjustable mounting bracket. On the 
rear is a rotary control for adjusting the rate from 0-10 flashes per second. Note: batteries not supplied. 

 
In the box: 
 
Your mini LED strobe should arrive with you in a 
single carton in good condition. The carton should 
contain 1 x main unit with bracket and 1 x manual. 
 
Specifications: 
 
• Power supply: 6Vdc 
• Battery: 4x AA (not supplied) 
• Dimensions: 52 x 95 x 130mm 
• Weight: 134g 

 
 
 
 

Warning: 
 
To prevent risk of fire or electric shock, do not expose the unit to rain or damp environments. Never block 
or cover the ventilation of the unit and avoid direct exposure to the naked eye. Avoid dropping or 
damaging the unit by ensuring a safety fastening is used where possible. If not used for a long period of 
time the unit may contain condensation, if this occurs let the unit reach room temperature before use. 
  

 
 
 
 
 

 

      
 

This product is classed as Electrical or Electronic equipment and should not be disposed with other household or  

commercial waste at the end of its useful life. The goods must be disposed of according to your local council guidelines. 
 

Errors and omissions excepted.  
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Please read through this manual thoroughly before use, any damage  
caused by misuse of product will not be covered by warranty. 

Please do not open cover. This product is not serviceable 
or repairable by the end user. Please refer to qualified 

personnel for service and repair. 

 
 
 
 
 
 
 

er or professional when unit malfunction. 
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